


WG Switches C-Band X-Band

Frequency 5.85 - 8.2 GHz 7.05 - 10.00 GHz

VSWR 1.05:1 Max 1.10:1 Max

Insertion Loss 0.02 dB Max 0.05 dB Max

Isolation 70 dB 80dB Min

Switching Time 100 ms Max 100 ms Max

Waveguide WR137 WR112

Ku-Band Ka-Band

Frequency 10.0 - 15.0 GHz 26.5 - 40.0 GHz

VSWR 1.10:1 Max 1.15:1 Max

Insertion Loss 0.05 dB Max 0.15 dB Max

Isolation 75 dB Max 55 dB Max

Switching Time 80 ms Max 80 ms Max

Waveguide WR75 WR28

IBUC Power Supply

Provideby the BUCs

Monitor & Control
Ethernet

RS232/485

Handheld Terminal (A and B)

Connectors RJ-45 (J8 and J10)

PT02E-14-19S (J9)

Summary Alarm A and B Form-C Relays

Environmental
Operating Temperature -40°C to +60°C

Relative Humidity 100% Condensing

Altitude 10,000 ft (3,000 m) ASL

Mechanical 
Systems Ship Assembled & Pre-Tested
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Transmit 1:1 Redundancy System

TX 1:1 Interface Module
L-Band

Frequency Range 950 to 2000 MHz

Insertion Loss 5 dB Max (Includes Split)

Flatness

Any 36 MHz Band 1 dB p-p Max

Full Band 2 db p-p Max

Input/Output VSWR 1:5:1 Max for N Type

2.0:1 Max for F-Type

Connectors N-Type (F), F-Type (F) Optional

10 MHz Reference (from External Mod)
Insertion loss 4 dB Max (Includes Split)

FSK Communication
Frequency Range 580 to 720 kHz

Insertion Loss 5 dB Max (Includes Split)

LED Indicators
Power

A and B Alarm

Ethernet Activity A

B

User Interface Ethernet (RJ-45)

User Interface (Circular Connector)

AUX Ethernet

A and B Online

WG Switch Control

Pulse for WG Switch Generated at the IBUCs

Web Interface Alarm Page


